
How to take the measurement see page 74 (Other products) please check availbility 

  IN STOCK UK 

Measurement Access Projection Code Glass 6mm
Profi le Type

Price

Shower enclosure 
adjustability 1 68 54 B K x H

* Clear
Zephyros 1 

printing
Fumé Silver Chrome Brossé Black

66 ↔ 72 54 54 ZEPHYRG66-

72 ↔ 78 60 60 ZEPHYRG72-

76 ↔ 82 64 64 ZEPHYRG76-

86 ↔ 92 74 74 ZEPHYRG86-

96 ↔ 102 84 84 ZEPHYRG96-

How tho choose your product using the codes: ZEPHYRG66-1B = ZEPHYRG66- + 1 + B

Reversible

Hinged Shower door, designed specifi cally to allow for generous access  
for recess installation or combined with 1 or 2 side panels ZEPHYROS F
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clear

COD. 1

zephyros 1
Prinited fi nish

COD. 68

fumé
Grey smoke glass

COD. 54

silver

COD. B

chrome

COD. K

brossé black

COD. X COD. H

Profile colours

Take the measurements from wall to the external edge of the shower tray. 
Measurements must be taken once the walls are fi nished and tiled, according to the 
above drawings.

Take the measurements from wall to wall at the bottom, at the top, in the middle and 
use the smallest. Measurements must be taken once the walls are fi nished and tiled, 
according to the above drawings.

how To TaKe The measuremenT

Technical daTa

glass TyPes (european standards uni en 14428) PrinTing
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